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ATX890S

Fibreglass Radome Antenna 
(BLACK)

Heavy Duty Barrel Style Stainless 
Steel Spring

Ground Independent

4.5m Low Loss Coax Cable

Terminated FME Female 
Connector and PL259 Adaptor

Trucking and 4WD

Good all Purpose, Town & Country

Heavy Duty

612mm

3.0 dBi

ATX890

Fibreglass Radome Antenna 
(BLACK)

Heavy Duty Barrel Style Stainless 
Steel Spring

Ground Independent

4.5m Low Loss Coax Cable

Terminated FME Female 
Connector and PL259 Adaptor

Trucking and 4WD

Good all Purpose, Town & Country

Heavy Duty

1000mm

6.6 dBi

ATX890W

Fibreglass Radome Antenna 
(WHITE)

Heavy Duty Barrel Style Stainless 
Steel Spring

Ground Independent

4.5m Low Loss Coax Cable

Terminated FME Female 
Connector and PL259 Adaptor

Trucking and 4WD

Good all Purpose, Town & Country

Heavy Duty

1000mm

6.6 dBi

ATX970S

Fibreglass Raydome Antenna 
Whip Pack (BLACK)

Heavy Duty Barrel Style Stainless 
Steel Spring

Ground Independent

4.5m Low Loss Coax Cable

Terminated FME Female 
Connector and PL259 Adaptor

Trucking and 4WD

Good all Purpose, Town & Country

Heavy Duty

702mm

3.0 dBi

ATX970

Fibreglass Radome Antenna 
(BLACK)

Heavy Duty Barrel Style Stainless 
Steel Spring

Ground Independent

4.5m Low Loss Coax Cable

Terminated FME Female 
Connector and PL259 Adaptor

Trucking and 4WD

Good all Purpose, Town & Country

Heavy Duty

1200mm

6.6 dBi

ATX970W

Fibreglass Radome Antenna 
(WHITE)

Heavy Duty Barrel Style Stainless 
Steel Spring

Ground Independent

4.5m Low Loss Coax Cable

Terminated FME Female 
Connector and PL259 Adaptor

Trucking and 4WD

Good all Purpose, Town & Country

Heavy Duty

1200mm

6.6 dBi

ATX970 Twin

Fibreglass Radome Antenna 
(BLACK)

Heavy Duty Barrel Style Stainless 
Steel Spring

Ground Independent

4.5m Low Loss Coax Cable

Terminated FME Female 
Connector and PL259 Adaptor

Trucking and 4WD

Good all Purpose, Town & Country

Heavy Duty

1200mm/702mm

6.6/3.0 dBi

ATX970W Twin

Fibreglass Radome Antenna 
(WHITE)

Heavy Duty Barrel Style Stainless 
Steel Spring

Ground Independent

4.5m Low Loss Coax Cable

Terminated FME Female 
Connector and PL259 Adaptor

Trucking and 4WD

Good all Purpose, Town & Country

Heavy Duty

1200mm/702mm

6.6/3.0 dBi

Uniden Range of antennas suit UHF CB Radios for 
Australia and New Zealand’s Rugged Conditions. 
They are engineered and tested to withstand most 
harsh conditions and suited for a variety of vehicles.

UNIDEN.COM.AU

antenna range
HEAVY DUTY
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Uniden Range of antennas suit UHF CB Radios for 
Australia and New Zealand’s Rugged Conditions. 
They are engineered and tested to withstand most 
harsh conditions and suited for a variety of vehicles.
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AT380

High Flexible Rubber Whip 
with Black Heat Shrink

Ground Independent

4.5m Low Loss Coax Cable

Terminated FME Female 
Connector and PL259 Adaptor

Ideal for Roof or Mirror 
Mounting

Sedan, Agricultural & 
Construction Equipment

High Terrain, City

3.0 dBi

Flexible, Durable

335mm

AT840

Elevated Feed and Stainless 
Steel Whip 6.6 dBi Gain

Ground Independent

4.5m Low Loss Coax Cable

Terminated FME Female 
Connector and PL259 Adaptor

Sedan, Trucking

Good all Purpose

6.6 dBi

Lightweight

805mm

AT480

Flexible Whip with Black Heat 
Shrink

Including “Z” Type Mounting 
Bracket (MGU-01)

Ground Independent

4.5m Low Loss Coax Cable

Terminated FME Female 
Connector and PL259 Adaptor

Sedan, Trucking and 4WD

Good all Purpose, Town & Country

6.0 dBi

Flexible, Durable

844mm

Includes 
mount: 
MGU-01

AT820

Portable Antenna Kit with 
Strong Magnetic Base

3.0m Low Loss Coax Cable

Terminated FME Female 
Connector including SMA  
and PL259 Adaptor

Great for Temporary Installations

Portable, Durable

123.5mm

2.5 dBi

Sedan, Trucking, 4WD, Agricultural 
& Construction Equipment

AT850BK

Elevated Feed and Fibreglass Whip 
with Black Heat Shrink  
6.6 dBi Gain. 

Highly Flexible Whip

Parallel Style Stainless  
Steel Spring

Ground Independent 
4.5m Low Loss Coax Cable
Terminated FME Female
Connector and PL259 Adaptor

Sedan, Trucking and 4WD

Good all Purpose

Lightweight

899mm

6.6 dBi

AT880 Twin

Elevated Feed and Fibreglass Whip 
with Black Heat Shrink 6.6 dBi 
Gain. Includes 14cm 3.0 dBi

Highly Flexible Whip

Heavy Duty Barrel Style Stainless 
Steel Spring

Ground Independent

4.5m Low Loss Coax Cable

Terminated FME Female  
Connector and PL259 Adaptor

Sedan, Trucking, 4WD & Agricultural 
& Construction Equipment

Good all Purpose, Town & Country

Heavy Duty

932mm/442mm

6.6/3.0 dBi

AT890BK AT890W

Fibreglass Raydome Antenna (BLACK or WHITE)

Heavy Duty Barrel Style Stainless Steel Spring

Ground Independent

4.5m Low Loss Coax Cable

Terminated FME Female  
Connector and PL259 Adaptor

4WD, Truck

Good all Purpose, Town & Country

6.6 dBi

Heavy Duty

1000mm

REPLACEMENT LEAD – ATL890  
includes: FME/PL259 Adaptor

AT970BK AT970W

Fibreglass Raydome Antenna (BLACK or WHITE)

Heavy Duty Barrel Style Stainless Steel Spring

Ground Independent

4.5m Low Loss Coax Cable

Terminated FME Female Connector and  
PL259 Adaptor

4WD, Truck

Good all Purpose, Town & Country

6.6 dBi

Heavy Duty

1200mm

REPLACEMENT LEAD – ATL970  
includes: FME/PL259 Adaptor

AT970BKS

Fibreglass Raydome Antenna Whip Pack  

Heavy Duty Barrel Style Stainless Steel 
Spring

Ground Independent

4.5m Low Loss Coax Cable

Terminated FME Female Connector  
and PL259 Adaptor

4WD, Truck

Good all Purpose, Town & Country

3.0 dBi

Heavy Duty

725mm

REPLACEMENT LEAD – ATL970  
includes: FME/PL259 Adaptor

AT970BK Twin AT970W Twin

Dual Removable Fibreglass Raydome Antenna Whip Pack   
(BLACK or WHITE)

Heavy Duty Barrel Style Stainless Steel Spring

Ground Independent

4.5m Low Loss Coax Cable

Terminated FME Female Connector and PL259 Adaptor

4WD, Truck

Good all Purpose, Town & Country

6.6/3.0 dBi

Heavy Duty

1200mm/725mm

REPLACEMENT LEAD – ATL970  
includes: FME/PL259 Adaptor

AT500BK

Fibreglass Radome Antenna 
(BLACK)

Barrel Style Stainless  
Steel Spring

4.5m Low Loss Coax Cable

Terminated FME Female 
Connector and PL259 Adaptor

Sedan, Trucking and 4WD

Good all Purpose, Town & Country

6.0 dBi

Heavy Duty

730mm

AT750

Elevated Feed and Fibreglass 
Whip with Black Heat Shrink

Highly Flexible Whip

Parallel Style Stainless 
Steel Spring

4.5m Low Loss Coax Cable

Terminated FME Female 
Connector and PL259 Adaptor

Sedan, Trucking and 4WD

Good all Purpose

6.6 dBi

Lightweight

856mm

AT780

Elevated Feed and Fibreglass 
Whip with Black Heat Shrink

Highly Flexible Whip

Barrel Style Stainless 
Steel Spring”

Ground Independent

4.5m Low Loss Coax Cable

Terminated FME Female 
Connector and PL259 Adaptor

Sedan, Trucking and 4WD

Good all Purpose

Lightweight

883mm

6.6 dBi

AT880BK Twin

Black Elevated Feed and 
Fibreglass Whip with Black Heat 
Shrink 6.6 dBi Gain. Includes 
14cm 3.0 dBi

Heavy Duty Barrel Style Stainless 
Steel Spring (black)

Ground Independent

4.5m Low Loss Coax Cable

Terminated FME Female 
Connector and PL259 Adaptor

Sedan, Trucking, 4WD & Agricultural 
& Construction Equipment

Good all Purpose, Town & Country

Heavy Duty

932mm/442mm

6.6/3.0 dBi
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